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Kalibrointitodistus N:o  T230301     

Sarjanumero
50041655
50041654
50041656
50041657

Laitetta ei ole säädetty   Laitetta on säädetty   

Lämpötila

21 °C

Kosteus

40 %

Erillinen Ohje

- 
Kalibrointipäivä

16.1.2023

Kalibrointiväli

1 v

Asiakas

Testnova Oy
Valmistaja / Tyyppinumero

Testnova / Shunt resistors

Laitteen nimi

Shunt resistors
Kalibroinnissa käytetyt laitteet Sarjanumero Kalibroinnin viimeinen

Voimassaolokuukausi /  
kalibrointitodistus

FLUKE 5500 6285003 6/2023 / 61450
Keithley 2000 0611478 7/2023 / T222801

Laitteen käyttökelpoisuusluokka kalibroinnin jälkeen

 Laite on mitattujen suoritusarvojen sisällä / Laite hyväksytty käyttöön
 Laite on mitattujen suoritusarvojen sisällä vain osittain / Laite on hyväksytty vain rajoitettuun käyttöön / Katso kalibrointitodistus
 Laitteen suoritusarvot kalibroitu osittain  / Katso kalibrointitodistus
 Laite ei täytä vaatimuksia / Laite asetettu käyttökieltoon / syy:

Kalibroinnissa käytetyt ohjekirjat / ohjelmat ( valmistaja + ohjekirjan / ohjeen nimi / versio )

Fluke 5500A operator manual

Tämän laitteen kalibrointi on jäljitettävissä kansainvälisiin standardeihin. Kalibroinnissa käytetyt mittalaitteet on kalibroitu käyttäen Fluke 
5500A (s/n 6285003) kalibraattoria. Fluke 5500A kalibroidaan vuosittain Akkreditoidun SGS Fimkon toimesta, joka noudattaa 
standardin EN ISO/IEC 17025 laatuvaatimuksia.

The calibration of this device is traceable to international standards. The measuring devices used in the calibration are calibrated using 
the Fluke 5500A (s/n 6285003) calibrator. The Fluke 5500A is calibrated annually by accredited SGS Fimko, which complies with the 
quality requirements of the standard EN ISO/IEC 17025.
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1. 0.10 ohm Shunt resistor

Applied DC current Voltage drop

5.0000 A  0,536141VDC
Calculated resistance

Calculated resistance
VDC / 5A

0.1072282Ω

2. 0.22 ohm Shunt resistor
Applied DC current Reading

5.0000 A 1,11416VDC
Calculated resistance

Calculated resistance
VDC / 5A

0.222832Ω

3. 0.49 ohm Shunt resistor

Applied DC current Voltage drop

5.0000 A 2,45414VDC
Calculated resistance

Calculated resistance
VDC / 5A

 0,490828Ω

4. 1.02 ohm Shunt resistor

Applied DC current Voltage drop

3.0000 A 3,08517VDC
Calculated resistance

Calculated resistance
VDC / 3A

 1.02839Ω

Allekirjoitus

__________________________

Matti Rajala / 16.1.2023
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